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: SMPTE259M, Auto-sensing

: 자유로운 레이아웃 구성

: 방송국

: Ethernet (TCP/IP)를 통한 제어

: 신호 로스 발생 시 화면에 디스플레이됨

주요기능
1. SD-SDI, Composite 지원

SD-SDI: SMPTE 259M
SDI-Composite 자동 감지 (Auto sensing)

2. 제어 (Control) 방식

Ethernet (RJ-45), RS232/422 방식
간단한 설정: 마우스 클릭/드래그를 통한 화면
크기, 위치 설정
전면 패널을 통해 화면레이아웃 설정 가능

3. Video/Audio Alarm (경보)

신호 로스 발생을 알려주는 기능
화면 상에 비디오/오디오 신호 로스 여부가
디스플레이됨

4. TALLY, Audio Mornitoring

TALLY 기능 지원: 방송용으로 적합
화면 상에 나온 레벨미터로 오디오 모니터링
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(Input)

270 Mb/s serial NRZI to SMPTE RP259M. (SDI) and Composite, auto-sensing
총 16채널
Impedance: 75ohm terminating on all inputs
Connectors: BNC, one per input

(OutPut)

Main Output: 1280x1024 SXGA
Connector: HD – D type sub 15
SDI monitor: 2 outputs, SDI 270 Mb/s serial NRZI to SMPTE RP259M
Connector: BNC

(Control)

Digital Control: RS232, RS422, GPI and text/tally control ports. TSL and Pro-Bel UMD protocol 
supported. Others available on request.
Connector: 25 way D-type RJ45 Ethernet Port

(Option)

Analogue Component output for viewing on a standard video monitor
Analogue Composite output for viewing on a standard video monitor


