BTL400NP-4

4 Q1X| Rack Type LCD Monitor
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A00NP-4 is one topping colour

The Rack mountable
broadcast engineering. The luminance of LED screen

resolution technology iz more symmetrical.
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LCD monitor that use in television and

which make newest anti glare and high-

The whole metal box was dealt with lacquer clear—-semi gloss; thereby increase the nature and

massiness character of material’ = surface.
Perfect configuration represents installing four 4"

unit, and making knob potentiometer.

high-resolution LCD panel in 20 high

Adjusting angel 1z easvy because of the new gripe.

The whole character represents rarefied arts and crafts, reasonable configuration, high

resolution and applied type product.

Feature
The whole character represents rarefied arts and crafts, reasonable configuration, high resolution and applied type
product
Specification
Color system PAL/NTSC C sutomatic recognition)
Screen Size N Audio input M
Aspect Ratio H . 3 Video input  4X1 line component signal (BHC)
Rezolution BEOX 234 Video eut §%1 line video signal
Dot Fitech 008540 284 (nm) Input veltage DCLIZY
Brighiness 3E50ed/ne Voltage range DC12¥~16¥( inztalling inside
protection function)
Contrast 150 ¢ 1 Yorking ~20C~B0C
temperature
Response time O0ms Fower % 161

consumption
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BAEKDOO TEL: 02-579-9126~8
INTERSYSTEMS FAX: 02-579-9129
EHOI:-J;ITD- E-MAIL: sales@baek-doo.com
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