
주요기능
Z-Editor Software(레이아웃 편집 소프트웨어): 기본사양

Z-Editor는레이아웃제작및편집시사용하는소프트웨어입니다.
GUI(Graphic User Interface)를 채용하고 있어 레이아웃 설정에

있어 편리성을 제공합니다. 기본으로 제공되는 레이아웃 외에도
사용자가 직접 레이아웃을 저장할 수 있으며 저장된 레이아웃은

사용자 필요에 따라 어느 때든지 바로 사용할 수 있습니다. 
Window 응용프로그램으로 제작된 것으로 RS-232, RS-485(422) 
연결을 지원하며 Window 2000와 XP가 탑재된 컴퓨터에서

실행가능합니다. 

DX Series는 SD 화질을 지원하는 화면분할 장비로 DX-4 (4화면분할) / 8 
(8화면분할)/12 (12화면분할) /16 (16화면분할)으로 구성되어 있습니다. 
입력은 SDI ,  N T S C ,  P A L 신호를 지원하며 출력은 V G A로 다양한

디스플레이장비에사용할수있습니다. 

제어는 전면 패널의 컨트롤 버튼과 R S - 2 3 2 / 4 2 2  기반의 원격 제어,  두
가지가 있습니다.DXSeries는 입력소스 자동감지 (auto-detection), 화면상
바그래프를 통한 오디오 모니터링, 화상 정지 (Frozen picture) 및 Black 
picture detection 등의 기능이 있습니다. 또한 외부 라우터에서의 dynamic 
UMD와 Tally를 지원합니다. 제어는 전면패널의 LCD 메뉴, Z- E d i t o r
Software 또는 원격제어패널 (ZRP: 옵션사양)을 통해 할 수 있고 그 외에
RS 232 / 422를통한제어역시지원합니다.

SDI 화면분할기 (Multiviewer)

Audio Monitoring: 옵션사양 (EA option)
(Audio Level Meter)

오디오레벨미터는아래그림과같이각각의화면에표시됩니다.
오디오로스, 레벨상태는화면상에있는오디오알람(Audio Alarm)창을통해
확인할수있습니다.
사용자가임의로선택한스테레오오디오를외부앰프와스피커를사용하여

들을수있습니다.

ZRP – 원격 패널 (Remote Panel): 옵션사양
ZRP는 멀티뷰어를 원격으로 조종하는 장비입니다. 기능은 다음과

같습니다.
Layout Recall
Full Screen
Audio Out
Alarm On/Off
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상세제원 (Specification)

입력신호: Auto-detects SDI (SMPTE 259M 270Mb/s), 
Composite video (NTSC, PAL)
입력채널수: 4, 8, 12, 16
커넥터: BNC
입력해상도: SDI 525, SDI 625, PAL, NTSC, PAL-M

비디오출력: 2 X SDI, 1 X composite & Y-C or YUV/RGB 
VGA 출력: VGA output (line doubled) 704 x 480p or 704 x 
576p

: LCD , On screen Display
: Z-Editor layout software ( )

: 1 x RS-232 and RS-422 port 
GPI: 1 x GPI input, 1 x GPI output

ZRP ( )

GPIO/Alarm triggers for layout and full-screen recall
Loss of sync detection
Black picture detection
Frozen picture detection

16 text color
Half tone video background for text
16 border colors
Real-time clock & date
2 tally lamps red, green
Audio bargraph ( )

19" rack mount 1U high
434 x 470 x 44 mm(W x D x H)

DMV4: 4 channel upgrade module for DX-8 & DX-12
ZRP: Desktop console for layout recall, selection and alarming
LE: Z-Editor layout editing software to modify pre-set layouts

UMD/Tally: Interface with TSL, Thomson Andromeda, 
Thomson ASCII protocol or Probel routher for dynamic 
UMD/Tally updates
EA: 4 de-embedded AES signals per source. 오디오알람
기능사용시필요


